SS-VO surfashower®
½” inlet
INSTALLATION INSTRUCTIONS

1. Remove item (6) 2 #1/4-20 X 3/4” long allen screws in showerhead, and remove showerhead (1).
2. Remove (7) handle screw, and remove handle.
3. Remove escutcheon on valve (3).
4. Remove stainless steel cover (2).
5. Mount valve and piping assemble (4) directly to wall at desired height, using the integrally cast mounting fittings. See page 2.
6. Connect tempered water to the inlet. Use solder flux sparingly. After connections are made, flush pipes thoroughly to remove dirt and excess materials.
7. Replace cover, and reassemble in reverse order. (Note: when re-installing showerhead, be careful not to cut o’ring (9) TM-25-6B on back of showerhead).
8. Screws for end caps (5) are #10-24 X 3/8” long allen screws.
1. Valve is furnished with an inlet stop on supply.
2. Solder flux must be used sparingly. After connections are made to the valve, flush pipes thoroughly to remove dirt and excess materials, which might become lodged on the working parts of the valve.

**OPERATION**
The SS-VO shower valve is designed for panel mount installation, provides for easy maintenance.

**MAINTENANCE**
To service valve, first shut off inlet supply. Complete cartridge may be removed through front cover of panel. Replacement cartridge (Part No. 1277NF).

---

**LIMITED WARRANTY**
Leonard Valve Company warrants the original purchaser that products manufactured by them (not by others) will be free from defects in materials and workmanship under normal conditions of use, when properly installed and maintained in accordance with Leonard Valve Company's instructions, for a period of one year from date of shipment. During this period the Leonard Valve Company will at its option repair or replace any product, or part thereof, which shall be returned, freight prepaid, to the Leonard factory and determined by Leonard to be defective in materials or workmanship. There are no warranties, express or implied, which extend beyond the description contained herein. There are no implied warranties of merchantability or of fitness for a particular purpose. In no event will Leonard be liable for labor or incidental or consequential damages. Any alteration or improper installation or use of the product will void this limited warranty.